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'/ LANDING VALVES

FOR WET & DRY RISER SYSTEM

SFFECO landing valves are manufactured to valves such as screw oblique landing valve,
BS 5041 and are available in thread or flanged oblique landing valve, screw right
flanged end inlet and outlet in 65mm & angle landing valve, flanged right angle
instantaneous to BS 336. landing, flanged straight through landing
SFFECO produces various types of landing valve and double outlet landing valve.

- OBLIQUE LANDING OBLIQUE STANLEY PRESSURE RIGHT ANGLE LANDING
VALVE : REGULATING VALVE VALVE
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Model No
SoR057 | Sorewtrread [ SWR 117 [SoRIE | sean
SDR 098 Flanged End SWR 122 Flanged End SDR 106 Flanged End

STRAIGHT THROUGH PRESSURE REDUCING ANGLE °‘E’ TYPE PRESSURE
LANDING VALVE VALVE 175 Lb. RATED REGULATING VALVE
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Model No Model No [ Type T Model No

SDR 107 Screw Thread S-PRV 155* e Screw Thread
Afor 1 i x | 1,”
SDR 108 Flanged End * B for 2 1/, x 2 1f,” 0 R 120 nged End

Specification :

Body : Copper Alloy to BS 1400 LG 2.
Handwheel : Grey Cast Iron to BS 1452.

inlet : 65mm J flanged or screw thread.

Outlet : 65mm OJ instantaneous to BS 336.
Test Pressure : 327 psi (22.5 Bar)




DRY RISER EQUIPMENT
& WET RISER EQUIPMENT

2-WAY BREECHING INLET CABINET 4-WAY BREECHING CABINET
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NDR 116 FRONTVIEW  SIDEVIEW.

NDRO6

Model No: SDR 096 Model No: SDR 116

Specification Specification

Cabinet :Mild Steel. Cabinet : Mild Steel, Stainless Steel.

glr?iif\ _'};":j Meshed Reinforcement. Glass : Wire Meshed Reinforcement.

Installation : Wall Recess Mounted. Finish : Hee

Le“ering : Any 'anguage' Eﬂsta“atlon :Wa!lfﬂecess MOUerdq
2-WAY BREECHING INLET 4-WAY BREECHING INLET
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Model No: SDR 095

Model No: SWR 115

Specification: Specification

Body : Spheroidal Graphite Iron to Body : Grey Cast lron or Spheroidal Graphite
BS 2789 or BS 1452. iron to BS 2789

Inlet : Copper Alloy to BS 1400. QOutlet : Flanged table E,D or 16/21 of BS4504.

Outiet  : Flanged iable E,D or 16/21 of BS4504. inlet  : Copper Alloy o BS 1400.

AIR RELEASE VALVE HOSE CRADLE
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Model No: SWR 103,104

Model No: SWR 81

Specification : Copper Alloy to BS 1400 or BS2872. Specification _
Test Pressure : 350 psi. : Body : Aluminium Alloy to BS 1490.
Model No Inlet connection Capacity : 1 length 2 1/2" & x 30m Hose.
SWR 103 20mm (3/4"} & BSP Swing at : 180° horizontally

SWR 104 25mm (17} & BSP

The products specified in this brochure is subject to continual development and improvement. Information in
this brochure is subject to alteration without notice. All dimensions in mm unless otherwise specified.
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